	PREOPERATIONS MAINTENANCE CHECKLIST

REF FM 10-67-1, FM 4-03.111, AR 710-2, APP C, MIL-STD-3004



	Bumper #


	Equipment #
	Organization
	Product
	Date

	METER READINGS

	A. End of Shift

 
	B. Start of Shift
	C. Recirculation
	D. Total (A-B)-C=D

	PHYSICAL INVENTORY

	A. Start Shift


	B. Receipts
	C. End Shift
	Gaged Issues (A+B)-C


	DA 3643’S

	QUALITY SURVEILLANCE

	Aqua-Glo (PPM)


	Date of F/E Test
	Pressure Diff.
	Date Filter Changed
	Date In-Line Filter Cleaned

	PREVENTIVE MAINTENANCE CHECKS AND SERVICES

(CHECK WHEN COMPLETED)


	ITEM
	PROCEDURES
	BEFORE

OPNS
	DURING

OPNS
	AFTER

OPNS

	Exhaust System
	Inspect the exhaust system and spark arrester for crack and leaks.
	_________
	
	

	Engine & Vehicle
	Check fluid levels.  Inspect fan belts, electrical system.
	_________
	
	

	Fire Extinguisher
	Inspect controls, nozzle, and tubing.  Check date of last weight test.
	_________
	
	

	Check for Leaks & Inspect fuel in tank.
	Check fuel tank for cracks & signs of leakage, inspect: manhole cover seal (Inspect fuel inside the tank looking for water and debris) pipes, pump, F/S, meter, hose reels, valves and nozzle.
	_________
	________
	

	Filter Separator
	Drain water and contaminants out of F/S until pure fuel comes out.
	_________
	
	_________

	Static Ground Reel and Cables
	Inspect ground reel cable assembly for proper mounting.  Inspect wire for cuts and fraying. 
	_________
	
	

	Emergency Shut-off 
	Open manual dump valve and check operation by pulling the Emergency shut off.
	_________
	
	

	Refueling Nozzles
	Inspect nozzle for proper operation, leakage.  Check nozzle screen and remove any contaminants.
	_________
	
	

	Refueling Hoses
	Inspect cover of hose for nicks, cuts, blistering, saturation from leak, tears near the nozzle.  Check couplings for slippage.  Test hose at operating pressure and look for ballooning.   
	_________
	________
	

	Pressure Differential & Pressure Gauges
	Check P/D gauge and annotate reading.  Note: P/D gauge should move slightly when fuel is moved through the F/S. Inspect all other fuel servicing pressure gauges for proper operation
	_________
	________
	

	Aqua-Glo & Visual Insp.
	Perform Aqua-Glo while recirculating fuel.  Record Reading.  Take nozzle sample in glass container and inspect for water, particulate contamination and fiber.  Note: 10 fibers per quart max.
	_________
	
	

	NOTE:  If any of the above items are not OK, stop operation and take corrective action to eliminate the problem or notify your supervisor.

	REMARKS



	Typed or Printed Name


	Signature


